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MISSION

Empower our customers with
energy-efficient LED lighting
solutions that enhance their
lives, while contributing to a
sustainable future for our
planet.

To engage and develop human
capital as well as to provide for
and understand consumers.

VISION

To be at the forefront of innovation
in the LED lighting industry in
India, by delivering high-quality
products and services that meet
the evolving needs of our
customers.



Focus and
simplicity...
once you get
there, you can
move mountains.

STEVE JOBS

Four decades ago, we started as a retailer of lighting
products, and sensing a need for innovative products
that didn’t cost the stars, we made the switch to begin
manufacturing.

With a strong focus on customer satisfaction, and a
simple motto to make it well, and make it in India, we
have grown by leaps and bounds over the years to
become one of the biggest manufacturers of LED
lights, and wires and cables in the country.

Our LED lights are designed to be long-lasting,
energy-efficient, and environmentally friendly, making
them a popular choice for both residential and
commercial customers.

One of the many things that sets us apart is the
end-to-end manufacturing process, where everything
is done in-house - right from the aluminum for the
housing to finished product.

We have a team of experienced and well-trained
technicians who provide fast and efficient service to
our customers.

We understand one size doesn't it all, and we are
committed to innovation and customisation.

With over 1000 products spread across 22 cities,
manned by a dynamic and efficient team of 400+
people, and a state-of-the-art R&D facility, we have a
solution for everyone.

We welcome you warmly to the FortuneArrt family.

ARVIND SRIMAL
Founder & CEO
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Exploring the Different Shades of Light: A Guide to
Color Temperature from 1000K to 10000K

Color temperature is a crucial aspect of
lighting design, as it can greatly impact
the mood and atmosphere of a space. The
color temperature scale ranges from
warm yellowish tones (lower
temperatures) to cool blueish hues (higher
temperatures).

A light source with a color temperature of 1000K would
emit a deep red or orange light, while a light source with
a color temperature of 10000K would emit a bright,
bluish light. Understanding the different shades of light
on this scale can help you choose the right lighting for
your needs, whether it be for a cozy bedroom or a
vibrant workspace.
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Color temperature is a crucial aspect of
lighting design, as it can greatly impact
the mood and atmosphere of a space. The
color temperature scale ranges from
warm yellowish tones (lower
temperatures) to cool blueish hues (higher
temperatures).

Expressed as a scale from 0 to 100, with a higher CRI
indicating a better color rendering ability. A CRI of 100 is
considered perfect color rendering, meaning the colors will
appear as they would under natural sunlight. CRl is an
important consideration for lighting applications where
color accuracy is critical, such as in art galleries, retail
stores, and photography studios.
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iIndoor
lighting




cob lights

recessed

cob lights

surface

cob lights

zoom

dome lights

surface

down lights

recessed

down lights

edge recessed

track lights

High quality aluminum body, powder
coated, with multiple reflecting angles of
anti-dazzle reflector, excellent heat sink
capability and separate energy efficient
electronic control

Simple and elegant designed led pendant
light. Aluminum die cast housing, specially
designed heat sink for good heat
dissipation

Recessed LED, adjustable. High purity
aluminum molding, excellent and life
guaranteed heat sink design, Flexible 360
degree horizontally, 45 degree tilt

Simple and elegant designed led pendant
light. Aluminum die cast housing,
specially designed heat sink for good heat
dissipation

High quality aluminum body, powder
coated, with multiple reflecting angles of
anti-dazzle reflector, excellent heat sink
capability and separate energy efficient
electronic control

Die-cast aluminum housing, white
powder coating finish, specially designed
heat sink, anti-glare diffuser and separate
energy efficient electronic control

High purity extruded aluminum molding,
excellent and life guaranteed extruded
heat sink design, Polycarbonate lens for
better light distribution to meet all
customized requirements. Track mount
option for flexible movement of light

application

Supermarkets, Chain stores,
Shopping malls, Villas,
Hotels & Malls, Bars,
Restaurants, Coffee shops

Supermarkets, Chain stores,
Shopping malls, Villas,
Hotels & Malls, Bars,
Restaurants, Coffee shops

Perfect for accent lighting.
Fashion, Jewellery display
and other high end retail

Supermarkets, Chain stores,
Shopping malls, Villas,
Hotels & Malls, Bars,
Restaurants, Coffee shops

Homes, Supermarkets, Chain
stores, Shopping malls, Villas,
Hotels & Malls, Bars,
Restaurants, Coffee shops

Homes, Supermarkets, Chain
stores, Shopping malls,
Villas, Hotels & Malls, Bars,
Restaurants, Coffee shops

Perfect for accent lighting.
Fashion, Jewellery display
and other high end retail
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indoor lighting

COB
LIGHTS

Alpha Series

dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
LSR1 1w >65 35X50 30 42 20 X310
LSR3 3W >195 35X50 30 42 20 405
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
‘\ . | ) LC5R/12 5W >200 85X30 78 36 20 1110
. -
LC8R/12 8W >320 108X32 97 36 20 %1350
LC12R/12 12w >480 128X35 118 36 20 1645
dimension cut-out beam ip
code wattage  lumen (mm) (mm) angle(?) rating MRP
LC6R/11 6w >360 40X63 33 42 20 X735
LC10R/11 1ow >600 60X82 50 42 20 %1060
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
LC7R/1 7W >490 81X52 75 36 20 1135
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(9) rating MRP
LC7Q/1 7W >490 81X81X52 75X75 36 20 1135
dimension cut-out ip
code wattage lumen (mm) (mm) rating MRP
LC10R/5 iow >800 90X85 80 20 1205
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LED LIGHTING CATALOGUE 2023 wgulﬂuﬂw

dimension cut-out beam ip
Ilf code wattage lumen (mm) (mm) angle(?) rating MRP

-
| s | ‘
t\ j LC10R/7 1ow >800 105X75 80 60 20 1540
.

dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
Q l. LC10R/10 iow >800 110X120 95 24 20 1000
. LC15R/10 15W >1200 120X135 105 24 20 1295
LC25R/10 25W >2000 150X160 135 42 20 2310
LC30R/10 30w >2400 180X160 165 36 20 2800
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
LC12RN/1 12w >960 110X58 95 24 20 1320
LC30RN/1 30w >2400 160X118 118 24 20 2765
-~ dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
LC12R/3 12w >840 132X85 105 120 20 670
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
{ ‘ LC15R/11 15W >1200 100X75 65 42 20 1645
J
- dimension cut-out beam ip
f code wattage lumen (mm) (mm) angle(?) rating MRP
Q ., j LC20R 20W >1600 176X135 160 24 20 3530
e
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
LC25RPS/1  25W >1500 139X90 129 24 20 1430
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dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
LC30R/2 30W >2400 180X90 160 24 20 3755
dimension cut-out beam ip
= code wattage lumen (mm) (mm) angle(?) rating MRP
o XC25 5W >800 82X53 95 24 20 730
XC210 ow >1200 100X53 105 24 20 3885
XC215 15w >2000 125X50 135 24 20 1100
XC220 20W >1200 155X53 105 120 20 1285
XC225 25W >2000 177X70 135 60 20 %1840
dimension cut-out beam ip
\ code wattage lumen (mm) (mm) angle(°) rating MRP
i__ \ YC25 5W >400 75X75X53 60X60 60 20 790
YC210 ow >800 105X105X53  85X85 60 20 955
YC215 15w >1200 135X135X52  110X110 120 20 1185
YC220 20W >1600 155X155X53  135X135 120 20 1465
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
tﬁ. \ ‘ XCT3 3W >210 70X38 59 36 20 465
.:—" XCT7 7W >560 89X50 70 36 20 3645
XCT12 12w >960 105X62 80 36 20 1060
XCT20 20W >1600 145X82 110 36 20 1345
XCT24 24W >1920 145X82 137 36 20 1555
XCT30 30W >2400 145X82 137 36 20 1715
XCT40 40W >3200 165X80 137 36 20 3200
XCT50 50W >4000 165X80 137 36 20 3450
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dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(9) rating MRP
XCTB3 3w >210 70X38 59 36 20 465
XCTB7 7W >560 89X50 70 36 20 645
XCTB12 12w >960 105X62 80 36 20 1060
XCTB20 20W >1600 145X82 110 36 20 1345
XCTB24 24W >1920 145X82 137 36 20 1555
XCTB30 30w >2400 145X82 137 36 20 1715
BUTTON FITTING
dimension cut-out beam ip
N code wattage lumen (mm) (mm) angle(?) rating MRP
@ BF2 2W >240 41X12 38 36 20 90

j
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indoor lighting

COB
LIGHTS

Cwuo. Series

dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
CAC17 10w >800 90X112 75 24 20 1210
CAC27 20W >1600 90X62 75 24 20 %1925
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(9) rating MRP
CAC41 7W >560 70X100 65 36 20 %1335
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
CAC42 7W >560 70X100 65 36 20 1335
CAC46 25W >2000 105X110 98 24 20 %2020
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(9) rating MRP
CAC51 7W >560 40X58 38 36 20 %945
CAC53 12w >960 59X62 54 24 20 1335
CAC55 15W >1200 75X90 70 42 20 %1625
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
‘ t-,g CAC52 7W >560 40X58 38 36 20 %945
o '
CACh4 12W >960 59X62 54 24 20 %1335
CAC56 15W >1200 75X90 70 42 20 %1625
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dimension cut-out beam ip
S code wattage lumen (mm) (mm) angle(9) rating MRP
Vg \
‘4 CAC71 1ow >800 70X112 65 42 20 %965
: 7 CAC72 20W >1600 85X110 78 42 20 1250
CAC73 25W >2000 105X112 98 42 20 1430
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(9) rating MRP
‘ CAC91 7W >560 74X70 69 36 20 1180
CAC92 12W >960 85X80 79 36 20 %1560
CAC93 15W >1200 100X98 95 36 20 2000
dimension cut-out beam ip
p. code wattage lumen (mm) (mm) angle(°) rating MRP
' CAC101 7W >560 62X64 56 36 20 %830
S
; CAC104 12w >960 82X80 76 24 20 %1290
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle() rating MRP
CAC103 7W >560 62X64 56 36 20 %1005
CAC105 12w >960 82X80 76 24 20 1290
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle() rating MRP
CAC102 7W >560 62X64 56 36 20 X950
CAC106 12w >960 82X80 76 36 20 1345
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle() rating MRP
CAC103RG 7W >560 62X64 56 42 20 X950
CAC106RG 12W >960 82X80 76 42 20 1345
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dimension cut-out beam ip
code wattage  lumen (mm) (mm) angle(°) rating MRP
CAC111-BK 1ow >800 90X88 80 24,36 20 1255
CAC112-WH 10W >800 90X88 80 24,36 20 1255
CAC113-BK 18W >1440 108X112 98 24,36 20 1675
CAC114-WH 18W >1440 108X112 98 24,36 20 1675
dimension cut-out beam ip
code wattage  lumen (mm) (mm) angle(?) rating MRP
;1'" CAC121 7W >800 70X57 62 24 20 %930
& A
CAC122 12w >1440 85X65 70 36 20 1075
CAC123 20W >2400 97X90 84 36 20 1825
dimension cut-out beam ip
code wattage  lumen (mm) (mm) angle(9) rating MRP
CAC132BR 15W >1800 85X57 76 42 20 1595
CAC132BS 15W >1800 85X50 76 42 20 1595
dimension cut-out beam ip
\ code wattage  lumen (mm) (mm) angle(9) rating MRP
CAC143 15w >1800 83X75 73 42 20 1295
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indoor lighting

COB ZOOM
LIGHTS

dimension cut-out beam ip
’ code wattage lumen (mm) (mm) angle(?) rating MRP

“‘ \_‘; LCZ15R/2  15W >1200 110X72 102 24 20 1760

dimension cut-out beam ip
{_/H g code wattage lumen (mm) (mm) angle(?) rating MRP
), o LCZ25/R 25W >2000 140X70 125 24 20 %3080
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(9) rating MRP
e,
\ LCZ25R/5 25W >2000 172X102 155 42 20 %3670
dimension cut-out beam ip
e code wattage lumen (mm) (mm) angle(?) rating MRP
% LCZ30R/1 30W >2400 155X130 130 24 20 4115
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
LCZ30R/2 30W >2400 180X90 130 24 20 8295
— dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
'-P LCZ50R 50W >4000 155X165 145 36 20 5055
dimension cut-out beam ip
IP._ code wattage lumen (mm) (mm) angle(?) rating MRP
)
ﬁ “ LCZ30R/3  30W >2400 155X125 130 24 20 %2925
ol s
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indoor lighting

COB SURFACE
LIGHTS

dimension beam ip
e code wattage lumen (mm) angle() rating MRP
LCS8Q/5 8W >640 90X90X35 36 20 X870
LCS12Q/7 12w >960 90X90X87 42 20 1435
dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
3 LCS12Q/6 12w >960 110X110X47 60 20 1275
sk
dimension beam ip
code wattage lumen (mm) angle(9) rating MRP
LCS10/8 1ow >800 50X125 36 20 1330
LCS20/8 20W >1600 60X155 36 20 2010
LCS30/8 30W >2400 80X165 36 20 %2810
dimension beam ip
code wattage lumen (mm) angle(%) rating MRP
.
LCSW10/8 10w >800 50X125 36 20 1330
LCSW20/8 20W >1600 60X155 36 20 2010
LCSW30/8 30w >2400 80X165 36 20 %2810
dimension beam ip
code wattage lumen (mm) angle(9) rating MRP
LCSBN7 7W >560 53X70 24 20 930
LCSBN12 12w >960 71X88 24 20 1310
LCSBN18 18W >1440 95X100 24 20 31695
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dimension beam ip
code wattage lumen (mm) angle(9) rating MRP
LCSBC7 7W >560 53X70 24 20 930
LCSBC12 12w >960 71X88 24 20 1310
LCSBC18 18W >1440 95X100 24 20 1695
dimension beam ip
code wattage lumen (mm) angle(9) rating MRP
LCSBS7 7W >560 53X70 24 20 %930
LCSBS12 12w >960 71X88 24 20 1310
LCSBS18 18W >1440 95X100 24 20 1695
HANGING
dimension beam ip
K code wattage lumen (mm) angle(9) rating MRP
‘ LCH10R/8 1ow >800 50X125 36 20 1550
LCH20R/8 20W >1600 60X155 36 20 2205
LCH30R/8 30W >2400 80X165 36 20 3010
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indoor lighting

DOWN
LIGHTS

MADE IN INDIA
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dimension cut-out ip
code wattage lumen (mm) (mm) rating MRP
r’ X615 15W >1200 190X70 155 20 2060
_ E X620 20W >1600 190X70 155 20 2145
b = X625 256W >2000 190X70 155 20 2200
X630 30W >2400 190X70 155 20 %2385
dimension cut-out  peam ip
9 code wattage  lumen (mm) (mm) angle() rating  MRP
. X81 1w >50 63X30 55 36 20 415
< X81CLR 1w >50 63X30 55 36 20 450
dimension cut-out ip
code wattage lumen (mm) (mm) rating MRP
f DLO18 8W >480 82X53 58 20 X655
_it DLO112 12w >840 100X52 85 20 695
DLO116 16W >1050 125X50 100 20 X895
DLO124 24W >1920 150X50 120 20 1025
DL0130 30W >2400 177X70 157 20 %1335
DLO136 36W >2800 177X70 157 20 1370
dimension cut-out ip
code wattage lumen (mm) (mm) rating MRP
y (1 DL028 8W >480 75X75X52 60X60 20 610
“ . DL0212 12w >840 105X105X53 85X85 20 X700
=
DL0216 16W >1050 132X132X50 110X110 20 890
DL0224 24W >1920 155X155X52 135X135 20 %1020
DL0230 30W >2400 177X177X67 153dia 20 %1335
DL0236 36W >2800 177X177X67 153dia 20 1370
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cut-out

code wattage lumen ?r;n::)mion (mm) ithmg MRP
P DL117 7W >420 95X35 70 20 2260
L\\ DL1115 15w >1050 130X35 106 20 465
DL1125 25W >1750 160X30 120 20 %675
dimension cut-out ip
code wattage lumen (mm) (mm) rating MRP
L ) LEL3R/4 3w >180 90X10 75 20 %320
Q LEL6R/4 6w >420 120X15 100 20 460
LEL9R/5 IW >560 145X15 130 20 X570
LEL12R/4 12w >840 172X20 160 20 645
LEL15R/4 15W >1200 172X20 160 20 650
LEL18R/4 18W >1440 225X20 200 20 845
dimension cut-out ip
code wattage lumen (mm) (mm) rating MRP
2 LEL3Q/4 3W >180 90X90X10 75X75 20 X340
‘ LEL6Q/4 6W >420 120X120X15 100X100 20 %480
LEL12Q/4 12w >840 170X170X20 160X160 20 655
LEL15Q/4 15W >1200 170X170X20 160X160 20 %670
LEL18Q/4 18W >1440 225X225X20 200X200 20 %860
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indoor lighting

DOME
LIGHTS

MADE IN INDIA
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dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
.I\'ll XDES6 6w >420 118X32 120 20 X590
2 XDES12 12w >960 166X32 120 20 %820
S
XDES18 8w >1440 221X32 120 20 %1065
XDES24 24W >1920 300X32 120 20 1375
dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
YDES6 6w >420 118X118X32 120 20 %625
YDES12 12w >960 166X166X32 120 20 X875
e i YDES18 18w >1440 223X223X32 120 20 1140
YDES24 24W >1920 300X300X32 120 20 1535
dimension beam ip
code wattage lumen (mm) angle(9) rating MRP
XDESB6 6w >420 118X32 120 20 X590
XDESB12 12w >960 166X32 120 20 X820
XDESB18 18w >1440 221X32 120 20 %1065
XDESB24 24W >1920 300X32 120 20 1375
dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
YDESB6 6w >420 118X118X32 120 20 %625
YDESB12 12w >960 166X166X32 120 20 X875
YDESB18 18w >1440 223X223X32 120 20 1140
YDESB24 24W >1920 300X300X32 120 20 1535
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indoor lighting

TRACK
LIGHTS
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dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
TSR10/8 10W >900 125x50x172 24,36 20 1500
TSR20/8 20W >1800 145x60x200 24,36 20 2155
TSR30/8 30W >2700 180x80x210 24,36 20 2980
dimension beam ip
ﬁ, % code wattage lumen (mm) angle(°) rating  MRP
4
TSRW10/8 ow >900 125x50x172 24,36 20 1500
TSRW20/8 20W >1800 145x60x200 24,36 20 2155
TSRW30/8 30W >2700 180x80x210 24,36 20 2980
TRACKS
code fitting type size MRP
TR1BK TRACK 1 mtr 460
TR2BK TRACK 2 mtr 1155
code fitting type size MRP
TR1 TRACK 1 mtr 460
TR2 TRACK 2 mtr 1155
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product

bulkhead
lights

facade
lights

wall washer
lights

garden lights

with lens / spikes

underground
lights

wall lights

details

Compact size. Durable polycarbonate
casing with anti-glare diffuser. Separate
energy efficient electronic control

Housing - High-pressure die cast
aluminum, powder coated with
polycarbonate lens for better light
distribution. Toughened glass. Water and
dust proof construction

Housing - Extruded aluminum casing with
toughened glass and optical lens for
multiple angle control options for
customising. Water and dust proof
construction.

Housing - High pressure die cast
aluminum, powder coated. Polycarbonate
/ borosilicate lens and reflector for better
light distribution. Water & dust proof
construction.

High thermal efficient die cast aluminum
body covered by polycarbonate casing to
mount under the ground with SS top
frame. Polycarbonate lens for better light
distribution and customization, clear
toughened glass with stand impact of
external conditions, flexible ground
mount option.

Pressure die cast aluminum body for
better heat dissipation. Polycarbonate
lens for narrow and wide beam options,
wall/surface mount options

application

Large indoor spaces,
Bedrooms, Porticos,
Basements etc.

Suitable for all types of
outdoor applications.
Buildings, Malls,
Gardens, Temples

Suitable for all types of
outdoor applications.
Area lighting,
Landscape, Buildings,
Malls, & Gardens

Suitable for all types of
outdoor applications.
Parks, Landscape
lighting, Gardens

Parks, Landscaping
lighting, Pathways,
Temples

General and decorative
lighting area, Homes,
Offices, Malls, Shops,
Buildings

2) FortuneArrt
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BULKHEAD
LIGHTS

dimension beam ip
code wattage lumen (mm) angle() rating MRP
LBH0508 8w >640 180X180 120 65 1475
LBHO0710 10W >800 220X100 120 65 1690
dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
LBH0610 10W >800 190X130X70 120 65 1185
. dimension beam ip
z code wattage lumen (mm) angle() rating MRP
8 LBH0910 10W >800 240X100 120 65 X735
dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
LBH1010 10W >800 260X160 120 65 X790
dimension ip
code wattage lumen (mm) rating MRP
LBH1515 15W >1800 130X60 65 815

) FortuneArrt 25
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dimension beam ip MRP MRP
code wattage  lumen (mm) angle(®) rating  MRP (COLOUR) (RGB)
FCR9 IW >480 130X95 36 66 3950 4315 5200
FCR18 18W >1260 180X100 36 66 5480 6215 6705
FCR24 24W >1680 230X110 36 66 7805 8700 9740
FCR36 36W >2520 230X110 36 66 38185 9845 10040
dimension beam ip MRP MRP
code wattage  lumen (mm) angle(®) rating  MRP (COLOUR) (RGB)
FCR50 50W >3500 290X235 36 66 313580 <X16145 RX17250
FCR100 100W >7000 290X235 36 66 22545 - -
dimension beam ip MRP MRP
code wattage  lumen (mm) angle(®) rating  MRP (COLOUR) (RGB)
FCQ4 IW >480 100X65X65 36 66 %3370 3490 4435
FCQ9 18w >1260 130X110X95 36 66 7420 - -
FCQ12 24W >1680 150X125X110 36 66 8015 - -
FCQ1l6 36W >2520 190X125X125 36 66 %9000 - 9875
dimension beam ip MRP
code wattage  lumen (mm) angle(9) rating MRP (RGB)
FCQ36 36W >2520 220X210X135 36 66 12070 -
FCQ40 40W >2800 220X210X135 36 66 12265 13825
dimension  beam ip MRP MRP
code wattage lumen (mm) angle(?)  rating  MRP (COLOUR) (RGB)
FCR0O130 30W >2100 170X150 36 66 6250 - 6580
FCR0O140 40W >2800 170X150 36 66 6410 - 7330
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dimension beam ip MRP MRP
code wattage  lumen (mm) angle(®) rating MRP (COLOUR) (RGB)
WWIPA.166 6W >420 160X50X55 36 66 2490 2545 3015
WWIPA.1620RGB  20W - 160X50X55 36 66 - - 4250
WWIPA.312 12w >840 300X50X55 36 66 3185 33295 -
WWIPA.330RGB 30W - 300X50X55 36 66 - - 6285
WWIPA.518 18W >1260 500X50X55 36 66 4645 - -
WWIPA.530RGB 30W - 500X50X55 36 66 - - 6165
WWIPA136 36W >2800 985X50X55 36 66 7025 - -
WWIPA150RGB 50W >4000 985X50X55 36 66 - - 10235
dimension beam ip
code wattage  lumen (mm) angle(®) rating MRP
WWIPAV518W 18w >1260 510X50X55 36 66 5165
WWIPAV136W 36W >2880 985X50X55 36 66 7540
dimension beam ip MRP MRP
code wattage  lumen (mm) angle(®) rating MRP (COLOUR)  (RGB)
WWIPB.1612 12w >840 160X70X75 36 66 3215 X3810 -
WWIPB.1620RGB 20W - 160X70X75 36 66 - - 4250
WWIPB.325 25W >1750 300X70X75 36 66 4965 35190 -
WWIPB.330RGB 30W - 300X50X55 36 66 - - 6285
WWIPB.536 36W >2800 510X70X75 36 66 6635 6970 8280
WWIPB.550RGB 50W - 510X70X75 36 66 - - 11990
WWIPB170 70W >5600 985X70X75 36 66 11680 - -
WWIPB1100 100W >8000 985X70X75 36 66 12570 - 17275
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LED LIGHTING CATALOGUE 2023 wgdﬂaﬂw

dimension beam ip MRP
code wattage lumen (mm) angle() rating MRP (RGB)
WWIPBV.536 36W >2880 500X70X75 36 66 7155 -
WWIPBV172 72W >5760 985X70X75 36 66 12350 15680

dimension cut-out ip
. » code wattage lumen (mm) (mm) rating MRP
FLOO1 3w 120 137X88X66 130X60 20 680
. . .
FLOO1B 3w 120 137X88X66 130X60 20 X795
FLOO2 3w 120 85X85X40 75X75 20 X815
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dimension beam ip MRP MRP
code wattage lumen (mm) angle(®) rating W/WW/MW (COLOUR)
LG077 7W >560 70X145 24 65 910 1035
LGO77B 7W >560 70X145 10 65 1435 2075
LGO77C 7W >560 70X145 15 65 1435 2075
dimension beam ip MRP MRP
code wattage lumen (mm) angle(®) rating  W/WW/MW  (COLOUR)
LGA12 12w >960 70X145 24 65 1145 1230
dimension beam ip
code wattage  lumen (mm) angle(°) rating MRP
LGA046 6W >360 160X95 15, 24, 36, 48, 60 65 2035
LGA0412 12w >720 160X95 15, 24, 36, 48, 60 65 2555
LGA0418 18w >1020 160X95 15, 24, 36, 48, 60 65 2805
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LED LIGHTING CATALOGUE 2023

MADE IN INDIA

I SINCE 1983 I

dimension ip
r code wattage (mm) rating MRP
1 PL1I50 50W 1000X75 65 38975
MRP
dimension ip (COLOUR)
code wattage (mm) rating MRP
| PL1L20 20W 1000X75 65 %8620
dimension ip
code wattage (mm) rating MRP
| PL1T50 50W 1000X75 65 10600
dimension ip
code wattage (mm) rating MRP
T PL1Y50 50W 1000X75 65 11135
dimension ip
code wattage (mm) rating MRP
I PL1S20 20W 1000X75 65 %8620
dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
PSTZ4 50W >5500 75X75X4000  Batwing 65 338915
PSTZ4 100W >11000 75X75X4000  Batwing 65 41320

4 metre
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LED LIGHTING CATALOGUE 2023

BOLLARD LIGHTS

MADE IN INDIA
[ SINCE 1983 I

dimension ip
code wattage (mm) rating MRP
m BLA1010 10w 129X124X1005 65 %9090
dimension ip
code wattage (mm) rating MRP
BLB1010 10w 109X109X1005 65 %8715
dimension ip
- code wattage (mm) rating MRP
' BLC0810 1ow 97X800 65 %9340
— dimension ip
i} code wattage (mm) rating MRP
I BLD0820 20w 163X800 65 11130
dimension ip
code wattage (mm) rating MRP
BLE0312 12w 100X100X300 65 7140
BLEO515 15W 100X100X500 65 7725
BLE0820 20W 100X100X800 65 211090
BLE3030 30W 100X100X3000 65 28375
dimension ip
code wattage (mm) rating MRP
BLT110 now 50X380 65 3570
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UNDERGROUND}
LIGHTS

dimension beam ip MRP MRP
code wattage  lumen (mm) angle(?) rating MRP (COLOUR)  (RGB)
UGO11 1w >80 80X75 36 66 865 - -
uUG013 3w >160 80X100 36 66 905 940 1405
dimension  beam ip MRP MRP
code wattage  lumen (mm) angle(?) details rating MRP (COLOUR)  (RGB)
UG026 6w >480 150X90 36 SSTOP 66 1865 1965 2150

UG0269 oW >720 150X90 36 SSTOP 66 R2315 2445 2650

UG029 oW >720 160X65 36 SSTOP 66 2010 2300 3140

FOUNTAIN LIGHTS

dimension  beam ip MRP MRP
code wattage lumen  (mm) angle(®) details rating MRP (COLOUR)  (RGB)

UWFSS6 6w >300 130X66 36 SSTOP 67 %6260 6905 7175

UWFSS12 12w >600 165X73 36 SSTOP 67 6845  X7795 8400

UWFSS18  18W >900 182X73 36 SSTOP 67 %8670 - 9445
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WALL
LIGHTS

dimension ip
code wattage (mm) rating MRP
LWL612 12w 170X80X40 65 1435
1 WAY WALL LIGHT
dimension ip
code wattage (mm) rating MRP
KWL13 3w 72X78X63 65 475
2 WAY WALL LIGHT
dimension ip MRP
code wattage (mm) rating MRP (COLOUR)
KWL26 6w 143X80X62 65 X690 1060
KWL212 12w 143X80X62 65 775 1125
4 WAY WALL LIGHT
dimension beam ip
code wattage (mm) angle(?) rating MRP
WLBAL8 8W 40X40 Narrow 65 1345
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dimension ip
code wattage (mm) rating MRP
LWLS1016 6W 120X70X75 20 2370
dimension ip
! \ code wattage (mm) rating MRP
LWLS10212 12w 120X160 20 5565
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product

flameproof
cleanroom
lights

flameproof
well glass
lights

flameproof
floodlights

PESO CERTIFIED

details

Housing - high quality aluminum body,
powder coated. Excellent heat sink
capability. Separate energy efficient
electronic control

Housing - High pressure die cast
aluminum, powder coated. Borosilicate
glass lens for better light distribution.
Water and dust proof construction
suitable for all flameproof & hazardous
areas.

Housing - High pressure die cast
aluminum. Powder coated. Borosilicate
glass lens for better light distribution.
Outer case made of CRCA, powder
coated. Water proof and dust protection
suitable for all outdoor flameproof
applications.

application

Flameproof cleanroom areas,
Pharma, Manufacturing
facilities, Processing plants &
Hazardous areas

Petrochemical facilities, Qil
refineries, Warehouses,
Manufacturing facilities, Pulp
and paper mills, Water
treatment and sewage
facilities, Underground
tunnels, Fertilizer factories

Outdoor areas - Petrochemical
facilities, Oil refineries,
Warehouses, Manufacturing
facilities, Pulp and paper mills,
Water treatment and sewage
facilities, Underground
tunnels, Fertilizer factories
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LED LIGHTING CATALOGUE 2023 MADE IN INDIA

[ sINCE 1983 I

FLAMEPROOF
LIGHTS

CLEANROOM LIGHTS

X dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(®) rating MRP
L] 6 oy FAFLPCRO1W11130 30W X1 >3600 355X355X165 310X310 120 66 10190
» FAFLPCRO1W11140 40W X1 >4800 355X355X165 310X310 120 66 10380

FAFLPCRO1IW11150 50W X1  >6000 355X355X165 310X310 120 66 11140

dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(®) rating MRP

FAFLPCR01S11130 30W X1 >3600 355X355X165 310X310 120 66 10190

FAFLPCR01S11140 40W X1 >4800 355X355X165 310X310 120 66 10380

FAFLPCR01S11150 50W X1 >6000 355X355X165 310X310 120 66 11140

dimension cut-out beam ip
) code wattage lumen (mm) (mm) angle(®) rating MRP
|
& ¥ i FAFLPCRO1W12130 30W X1 >3600 330X620X165 285X572 120 66 12550
Claals
. ;‘.J FAFLPCRO1W12140 40W X1 >4800 330X620X165 285X572 120 66 12745
FAFLPCRO1W12150 50W X1 >6000 330X620X165 285X572 120 66 13500
dimension cut-out beam ip
i ¥ s code wattage lumen (mm) (mm) angle(®) rating MRP
. “a.,
L .6 s ) FAFLPCRO1W12260 30W X2 >7200 330X620X165 285X572 120 66 18710
. ‘:;:_j
— FAFLPCRO1W12280 40W X2 >9600 330X620X165 285X572 120 66 19090

FAFLPCRO1W122100 50W X2 >12000 330X620X165 285X572 120 66 20605

S - With SS bottom frame
W -With Powder coated bottom frame
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LED LIGHTING CATALOGUE 2023

MADE IN INDIA

[ sINCE 1983 I

dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(®) rating MRP
FAFLPCR01512130 30W X1 >3600 330X620X165 285X572 120 66 12550
FAFLPCR01512140 40W X1 >4800 330X620X165 285X572 120 66 12745
FAFLPCR01512150 50W X1 >6000 330X620X165 285X572 120 66 13500
FAFLPCR01S12150 ONCO  50W X1 - 330X620X165 285X572 120 66 14320
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(®) rating MRP
FAFLPCR01512260 30W X2 >7200 330X620X165 285X572 120 66 18710
FAFLPCR01512280 40W X2 >9600 330X620X165 285X572 120 66 19090
FAFLPCR015122100 50W X2 >12000 330X620X165 285X572 120 66 320605
FAFLPCR01S12260-ONCO  30W X2 - 330X620X165 285X572 120 66  %20680
FAFLPCR01S12280-ONCO  40W X 2 - 330X620X165 285X572 120 66 21920
FAFLPCR015122100-ONCO 50W X 2 - 330X620X165 285X572 120 66 322010
dimension cut-out beam ip
code wattage  lumen  (mm) (mm) angle(®) rating MRP
FAFLPCRO1W22130 30W X1 >3600 620X620X165 580X580 120 66 16525
FAFLPCRO1W22140 40W X1 >4800 620X620X165 580X580 120 66 16720
FAFLPCRO1W22150 50W X1 >6000 620X620X165 580X580 120 66 17475
FAFLPCR01522130 30W X1 >3600 620X620X165 580X580 120 66 16525
FAFLPCR01522140 40W X1 >4800 620X620X165 580X580 120 66 16720
FAFLPCR01522150 50W X1 >6000 620X620X165 580X580 120 66 17475
dimension cut-out beam o p
code wattage  lumen  (mm) (mm) angle(®) rating MRP
FAFLPCRO1W22260 30W X2 >7200 620X620X165 580X580 120 66 22685
FAFLPCRO1W22280 40W X2 >9600 620X620X165 580X580 120 66 23065
FAFLPCRO1W222100 50W X 2 >12000 620X620X165 580X580 120 66 324580
FAFLPCR01522260 30W X2 >7200 620X620X165 580X580 120 66 22685
FAFLPCR01522280 40W X2 >9600 620X620X165 580X580 120 66 323065
FAFLPCR015222100 50W X2 >12000 620X620X165 580X580 120 66 24580

S - With SS bottom frame

W -With Powder coated bottom frame
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LED LIGHTING CATALOGUE 2023 wEqualaw

CLEANROOM CASTING

dimension cut-out beam ip
° code wattage lumen (mm) (mm) angle(®) rating MRP
‘h o > 1.\
FAFLPWPCRGC40 40W >4000 625X330X140 585X290 120 66 23990
FAFLPWPCRGC60 60W >6000 625X330X140 585X290 120 66 24900
FAFLPWPCRGC80 80w >8000 625X330X140 585X290 120 66 26830
FAFLPWPCRGC100 100W  >10000 625X330X140 585X290 120 66 327935

FAFLPWPCRGC70 ON+WH  35+35W 625X330X140 585X290 120 66 32900

FAFLPWPCRGC100 ON+WH 50+50W 625X330X140 585X290 120 66 33500

FLOODLIGHT CASTING

dimension beam ip
code wattage  lumen (mm) angle(%) rating MRP
FAFLPWPFLGC100  100W >11000 583X286X140 70 66 327935

FLOODLIGHT

dimension beam ip
code wattage  lumen (mm) angle(%) rating MRP
FAFLPFLO1/150 1X50 >6000 234X234X130 120 & 60 66 9455
FAFLPFL01/260 2X30 >7200 450X234X130 120 & 60 66 15605
FAFLPFL01/280 2X40  >9600 450X234X130 120 & 60 66 16030
FAFLPFL01/2100 2X50 >12000 450x234x130 120&60 66 17695
FAFLPFL01/3150 3X50 >18000 664X234X130 120 & 60 66 326130
FAFLPFL01/4200 4X50  >24000 450X450X130 120 & 60 66 35575
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LED LIGHTING CATALOGUE 2023

STREET LIGHT

MADE IN INDIA
[ SiNCE 1983 I

dimension beam ip
code wattage  module lumen (mm) angle()  rating ~MRP
FAFLPSTP01150 50W 1X50 >6000 450X240x130 Batwing 66 9425
FAFLPSTP01260 60W 2X30 >7200 600X250X130 Batwing 66 15145
FAFLPSTP01270 70W 2X35 >8400 600X250X130 Batwing 66 15215
FAFLPSTP01280 80w 2X40 >9600 600X250X130 Batwing 66 16500
FAFLPSTP012100 100w 2X50 >12000 320X255X135 Batwing 66 16945
FAFLPSTB012100 100w 2X50 >12000  455X240X135 Batwing 66 18690
BW - BAT WING
WELL GLASS
dimension beam i
code wattage lumen (mm) angle()  rating MRP MRP- 5yrs
6 FAFLPWG0230 30W >3600 195X155 120 66 6265 -
FAFLPWG0240 40W >4800 195X155 120 66 7215 8270
FAFLPWG0250 50W >6000 195X155 120 66 7490 8530
dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
! FAFLPWG0140S 40W >3200 255X165 120 66 6605
FAFLPWG0160S 60W >4800 255X165 120 66 8890
dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
FAFLPWGO01/30L 30W >3600 255X317 120 66 38915
FAFLPWGO01/40L 40W >4800 255X317 120 66 9555
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INCREASED SAFETY LINEAR HIGH BAY

dimension beam

D code wattage  lumen (mm) angle(®) irFa}ting MRP
- ; FAEXELH01/550 50W >5000 500X127X105 120 66 10345
FAEXELH01/1100 100W >10000 1000X127X105 120 66 18320
EMFAFLPLHO01/540  40W >4000 500X127X105 120 66 26220
Emergency
REACTOR LIGHT
dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
FAFLPRLO1/10 10W >600 192X276 60 66 4815
FAFLPRLO1/20 20W >1200 192X276 60 66 5080
FAFLPRLO1/30 30W >1800 192X276 60 66 5555
FAFLPRL0O1/40 A0W >2400 192X276 60 66 6165
FAFLPRLO1/50 50W >3000 192X276 60 66 6385
PUSH BUTTON STATION
dimension ip
code amps (mm) rating MRP
FLPPB 10 287X175X125 66 24270
JUNCTION BOX
code ?ni:::)nsm LZting MRP
FAFLPIB 138X138X77 66 1120
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floodlight

A, C, LFLF casing

floodlight

B casing

floodlight

USLFL casing

floodlight

G casing

bar
floodlight

high bay
light - UFO

high bay
light - UFO
with fins

high bay
light - linear

details

Slim casing made of high pressure die
cast aluminum. Powder coated. Water
proof. Toughened glass cover and
customized beam angle options.

Heavy casing made of high pressure die
cast aluminum. Powder coated. Water
proof. Toughened glass cover and
customized beam angle options.

Slim casing made of high pressure die
cast aluminum. Powder coated. Water
proof. Clear glass cover

Heavy casing made of high pressure die
cast aluminum. Powder coated. Water
proof. Polycarbonate clear cover for better
light distribution.

High thermal efficient extruded aluminum
enclosure, powder coated, Option to have
tiltable individual module. Polycarbonate
clear lens cover for better light
distribution.

Housing - High pressure die cast
aluminum, powder coated. Polycarbonate
lens for better light distribution,
Comfortable eye hook arrangement for
easy suspended installation,

Housing - Fabricated aluminum fins for
better heat dissipation, powder coated.
Polycarbonate lens for better light
distribution, Comfortable eye hook
arrangement for easy suspended
installation,

High thermal efficient extruded aluminum
enclosure. Polycarbonate lens with
toughened glass for better light
distribution, Multiple mounting options

application

Warehouses, Yards,
Building exterior, Malls,
Parks, Stadiums and other
outdoor applications

Warehouses, Yards,
Building exterior, Malls,
Parks, Stadiums and other
outdoor applications

Warehouses, Yards,
Building exterior, Malls,
Parks, Stadiums and other
outdoor applications

Warehouses, Yards,
Building exterior, Malls,
Parks, Stadiums and other
outdoor applications

Water proof and dust
protection suitable for all
outdoor applications.
Warehouses, Open areas,
High masts, Parks

Water proof and dust
protection suitable for all

indoor & outdoor applications.

Warehouses, Production
facilities, Factories, Loading
and unloading bays areas

Water proof and dust
protection suitable for all

indoor & outdoor applications.

Warehouses, Production
facilities, Factories, Loading
and unloading bays areas

Water proof and dust
protection suitable for all

indoor & outdoor applications.

Warehouses, Production
facilities, Factories, Loading
and unloading bays areas,
Markets, Malls
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pit light

sports
floodlight

street
light

E.F.G

street
light

J,JC

leaf street
light

L, N

well glass
light

details

High thermal efficient aluminum die cast
body. Clear polycarbonate diffuser for better
light distribution. Tri direction light throw
structure. Surface mounting option with
screws.

Specially designed extruded aluminum
profile heat sink for effective passive cooling
systems that enhances LED life. Polyester
powder coated anti-corrosion layer. Modular
design. Available in wide choice of power
output. Fitted with inventronics driver.
Polycarbonate lens for multiple beam
angles.

High thermal efficient rugged structure of
die cast aluminum casing, toughened glass
cover, water and dust proof protection to
work any type of atmosphere conditions,
pole mounting option

High thermal efficient slim die cast
aluminum casing. Polycarbonate lens cover
for wide batwing distribution to meet any
type of road condition. Pole mounting option

High thermal efficient leaf shape die cast
aluminum casing, Borosilicate clear lens for
wide batwing distribution to meet any type
of road condition. Pole mounting option

High thermal efficient die cast aluminum
body. Clear and milky polycarbonate
diffuser for better and soft light distribution,
Surface mount options.

application

Water and dust proof for
any outdoor use.

Mines, Industrial areas,
Repair and maintenance
work areas etc.

Specially design for sports
stadium application.
Sports stadiums. Large
open areas

Water and dust proof
protection - works in any type
of atmospheric conditions.
Roads, Parks, Highways,
Factories, Malls

Water and dust proof
protection - works in any type
of atmospheric conditions.
Roads, Parks, Factories, Malls

Water and dust proof
protection - works in any type
of atmospheric conditions.
Roads, Parks, Factories, Malls

Water and dust proof
protection - works in any type
of atmospheric conditions.
Factories, Manufacturing
facilities, Processing plants,
Machine shop work areas

2) FortuneArrt

POWER + SAVINGS + INNOVATION

45



LED LIGHTING CATALOGUE 2023 WEN!NWE%

FLOOD
LIGHTS

dimension beam ip
code wattage lumen (mm) angle(%) rating MRP
FLJIA20S 20W >2000 135X115X35 120 65 21135
FLJA30S 30W >3000 184X154X45 120 65 31580
FLIA50S 50W >5000 224X190X42 120 65 %2040
FLJA100S 100W >10000 285X240X60 120 65 23650
FLJA150S 150W >15000 338X295X85 120 65 37460
FLJA200S 200W >20000 426X326X86 120 65 310670
dimension beam ip
code wattage lumen (mm) angle(®) rating MRP
FLIB250S 250W >25000 515X315X170 120 65 12420
FLJB300S 300W >30000 515X315X170 120 65 13105
FLJC50 50W >5000 215 X200X50 120 65 22210
FLJC100 100W >10000 263X237X53 120 65 33435
FLJC150 150W >15000 292X275X60 120 65 36505
FLJC200 200W >20000 323X323X55 120 65 38750
FLJC300 300W >30000 385X372X75 120 65 213025
FLJC400 400W >40000 520X520X70 120 65 319990
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LED LIGHTING CATALOGUE 2023 wgulﬂu'sw

dimension beam ip
code wattage lumen (mm) angle() rating MRP
FLJD30 30W >3000 190X148X35 60 65 1765
b i ' FLJD50 50W >5000 240X185X35 60 65 2450
\/ FLID100 100W >10000 305X245X35 60 65 34700
FLID150 150W >15000 345X307X35 60 65 7935
FLJD200 200W >20000 456X306X38 60 65 10595
dimension beam ip
code wattage lumen (mm) angle(?) rating  MRP
FLJG50 50W >5000 190X148X35 120 65 2130
FLJG100 100W >10000 240X185X35 120 65 33420
FLJG150 150W >15000 305X245X35 120 65 6650
dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
——— USLFL50 50W >5000 273X80X40 120 65 2045
— USLFL100 100W >10000 275X167X85 120 65 4690
USLFL150 150W >15000 275X250X85 120 65 7955
dimension beam ip
code wattage  lumen (mm) angle(?) rating MRP* MRP#
LFLF50 50W >5000 285X240X60 120 65 3245 4220
LFLF100 100W >10000  338X295X85 120 65 36150 7760
LFLF150 150W >15000  426X326X86 120 65 39400 11650

MRP* 2 years warranty
MRP# 5 years warranty
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LED LIGHTING CATALOGUE 2023 wEN!NVSIK%

dimension beam ip
code wattage  lumen (mm) angle(®)  rating MRP* MRP#
LFLF50S5 50W >5750 285X240X60 120 65 3570 4550
LFLF100S5 100w >11500 338X295X85 120 65 6800 8420
LFLF150S5 150w >17250 426X326X86 120 65 11460 13745
LFLF50S5M 50W >5500 285X240X60 60 65 %3630 4610
LFLF100S5M 100W >11000 338X295X85 60 65 6925 8545
LFLF150S5M 150W >16500 426X326X86 60 65 11645 13930

MRP* 2 years warranty
MRP# 5 years warranty

BAR
FLOODLIGHTS

dimension beam ip
code wattage module  lumen (mm) angle(®) ratng  MRP
BRFL100 100W 1 >10000 560X77X60 60 65 4370
BRFL200 200W 2 >20000 560X156X60 60 65 8335
BRFL300 300W 3 >30000 560X234X60 60 65 19090
BRFL400 400W 4 >40000 560X312X60 60 65 24845
BRFL500 500W 5 >50000 560X390X60 60 65 31040

dimension beam ip
code wattage module  lumen (mm) angle(®) ratng  MRP
BRFFL50 50W 1 >5000 280X77X60 60 65 2480
BRFFL100 100w 2 >10000 280X156X60 60 65 5285
BRFFL150 150w 3 >15000 280X234X60 60 65 8880
BRFFL200 200W 4 >20000 280X312X60 60 65 11700
BRFFL250 250W 5 >25000 280X390X60 60 65 14985
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SPORT
FLOODLIGHTS

dimension beam ip
code wattage module lumen (mm) angle(9) rating  MRP
FFL50/2 50W 1X50 >5500 310X80X65 60 65 %3760
FFL100/2 100W 2X50 >11000  310X160X65 60 65 37840
FFL150/2 150W 3X50 >16500  310X240X65 60 65 11740
FFL200/2 200W 4X50 >22000  310X320X65 60 65 15580
FFL250/2 250W 5X50 >27500  310X400X65 60 65 18995
FFL300/2 300W 3X100  >33000  615X240X65 60 65 23545
FFL400/2 400W 4X100  >44000  615X320X65 60 65 330670
FFL500/2 500W 5X100 555000  615X400X65 60 65 40625
FFL600/2 600W 6X100 >65000 615X480X65 60 65 48065
FFL800/2 800W 8X100  >88000  615X640X65 60 65 62935
FFL1000/2 1000W  10X100 >110000 615X800X65 60 65 389725

dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
SFLGC250/1  250W >25000 455X440 36 65 17285
SFLGC300/1 300W >30000 425X320 70 65 21800
SFLGC400/1  400W >40000 445X410 70 65 330885
SFLGC500/1 500W >50000 445X410 80 65 33080
dimension beam ip

code wattage lumen (mm) angle(?) rating MRP
SFLSA200/2  200W >20000 370X295 50 65 17260
SFLSA300/2  300W >30000 435X350 50 65 23520
SFLSA400/2  400W >40000 455X440 70 65 334260
SFLSAB00/2  500W >50000 455X440 70 65 340615
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MADE IN INDIA

LED LIGHTING CATALOGUE 2023 S CE 1953 I
dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
SFLSC400 400W >40000 365 X300 36 65 36620
SFLSC500 500W >50000 365 X375 36 65 44920
dimension beam ip
code wattage lumen (mm) angle(9) rating MRP
SFLSQL250 250W >30000 200X290X215 50 65 20025
SFLSQL500 500W >60000 425X290X215 50 65 39930
SFLSQL750 750W >90000 650X290X215 50 65 78145
SFLSQL1000  1000W >120000 420X615X215 50 65 388445
dimension ip
code wattage lumen (mm) rating MRP
SPFLA200/B200/C200 200W >26000 180X430X120 66 21100
SPFLA400 / B400 / C400 400W >52000 300X430X120 66 40330
SPFLA600 / B600 / C600 600W >78000 420X430X120 66 57505
SPFLA800 / B800 / C800 800W >104000 540X430X120 66 75380
SPFLA1000/B1000/C1000 1000W >130000 660X430X120 66 93235

Beam Angle A-8° B-20° C-60°
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HIGH BAY
LIGHTS

dimension beam ip
. code wattage lumen (mm) angle(9) rating  MRP

) ﬁ LHBF50 50W >5000 345X210 120 54 32650
LHBF100 100W >10000 340X290 120 54 35380
LHBF150 150W >15000 430X380 120 54 26785
LHBF200 200W >20000 460X390 120 54 39005

UFO TYPE
dimension beam ip
code wattage lumen (mm) angle(®)  rating MRP* MRP#
UFO50 50W >5500 228X155 90 65 %3890 24730
UFO80  80W >9200 310X160 90 65 %5305 26720
UFO100  100W  >11000  310X160 90 65 26325 37660
UFO120  120W  >13800  357X165 90 65 28705 %9345
UFO150  150W  >16500  357X165 90 65 38825 311240
UFO200  200W  >22000  407X165 90 65 312530 15055
MRP* 2 years warranty
MRP# 5 years warranty
UFO TYPE - SPIRAL MODEL
dimension beam ip

code wattage lumen (mm) angle(?) rating MRP* MRP#
UFO50S ~ 50W >7000 228X155 920 65 24240 %5670
UFO80S  80W >11600  310X160 90 65 35530 %8075
UFO100S 100W  >14000  310X160 920 65 26680 210025
UFO120S 120W  >17400  357X165 920 65 37565 210800
UFO150S 150W  >21000  357X165 920 65 39100 312490
UFO200S 200W  >28000  407X165 920 65 212180 16005

MRP* 2 years warranty
MRP# 5 years warranty
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LED LIGHTING CATALOGUE 2023

MADE IN INDIA

I SINCE 1983 I

dimension beam ip
code wattage lumen (mm) angle() rating MRP
UFJS100 100w >11000 228X155 920 65 5360
UFJS150 150W >16500 310X160 90 65 7840
UFJS200 200W >22000 357X165 90 65 %8420
UFJIS250 250W >27500 407X165 90 65 11355
dimension beam ip
code wattage lumen (mm) angle(9) rating  MRP
FUFO80 80w >8000 270X182 100 54 6915
FUFO140 140W >14000 330X200 100 54 8655
LINEAR HIGH BAY - WITH GLASS
dimension beam ip
code wattage lumen (mm) angle(9) rating MRP
\ LHWAOQ01.530 30w >2400 510X50X55 120 65 3145
LHWA01160 60W >4800 985X50X55 120 65 5245
LHWBO01.560 60W >5400 510X70X75 120 65 4455
LHWB011120 120W >10800 985X70X75 120 65 7890
LINEAR HIGH BAY - WITH ACRYLIC DIFFUSER
dimension beam ip
code wattage lumen (mm) angle() rating MRP
\ LHWAO02.530 30W >2100 510X50X55 120 54 %3170
LHWA02160 60W >4200 985X50X55 120 54 5235
LHWB02.560 60W >4800 510X70X75 120 54 4475
LHWB021120 120W >9600 985X70X75 120 54 7915
LINEAR HIGH BAY - GLASS WITH LENS
dimension beam ip
code wattage lumen (mm) angle(9) rating MRP
\ LHWBO03.560 60W >6000 510X70X75 60 65 4875
LHWBO031120 120W >12000 985X70X75 60 65 38640
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STREET
LIGHTS

J-SERIES
dimension beam ip
code wattage lumen (mm) angle(©) rating  MRP
LST24)1 24W >2640 330X115X40 Batwing 65 %1810
LST30/1 30W >3300 330X115X40 Batwing 65 %1855
LST36)2 36W >3960 360X115X40 Batwing 65 %1945
LST5043 50W >5500 400X140X50 Batwing 65 %2345
LST70J3 70W >7700 400X140X50 Batwing 65 %2955
LST70J5 70W >7700 562X180X55 Batwing 65 %3730
LST90J5 90W >9900 562X180X55 Batwing 65 %3900
LST100J3 100W >11000 400X140X50 Batwing 65 %3210
LST100J5 100W >11000 562X180X55 Batwing 65 %3900
LST120J6/1 120W >13200 562X180X55 Batwing 65 %4295
LST150J5 150W >16500 515X365X75 Batwing 65 %8580
LST200J5 200W >22000 515X365X75 Batwing 65 11590
LST250J5 250W >27500 515X365X75 Batwing 65 13550
JC-SERIES
dimension beam ip

code wattage lumen (mm) angle(9) rating  MRP
sLic24 24W >2400 260X100X55 Batwing 65 %1525
SLIC36 36W >3600 300X120X50 Batwing 65 %1800
SLIC150 150W >15000 565X205X75 Batwing 65 %6380
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MADE IN INDIA

I SINCE 1983 I

dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
JSTE8O 80W >8000 390X185X75 120 65 4380
JSTE100 100W >10000 390X185X75 120 65 4555
dimension beam ip
code wattage lumen (mm) angle(9) rating MRP
JSTF120 120W >12000 470X230X75 120 65 5960
JSTF150 150W >15000 470X230X75 120 65 8060
dimension beam ip
code wattage lumen (mm) angle(9) rating MRP
JSTG200 200W >20000 560X270X75 120 65 10475
JSTG250 250W >25000 560X270X75 120 65 11785
dimension beam ip
code wattage lumen (mm) angle(9) rating MRP
LST50LS5 50W >5500 390X165X60 Batwing 65 %3165
LST100N2F5 100W >11000 725X285X70 Batwing 65 6440
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[ SINCE 1983 I

WELLGLASS
LIGHTS

dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
MWG40 40W >3200 138X147 120 65 1955
dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
LWGO0536 36W >4800 140X110 120 65 1795
LWG053655 36W >5200 140X110 120 65 2175
dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
LWG25 25W >2500 170X150 120 65 2265
LWG36 36W >3600 170X150 120 65 2335
LWG40 40W >4000 170X150 120 65 2405
LWG45 45W >4500 170X150 120 65 2730
LWG60 60W >6000 220X200 120 65 3575
LWG70 70W >7000 220X200 120 65 4075
LWG80 80W >8000 220X200 120 65 4190
dimension beam ip
code wattage lumen (mm) angle(9) rating MRP
LWG40S5M 40W >4800 170X150 70 65 2960
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PIT
LIGHTS

dimension ip

code wattage/volts lumen (mm) rating AC/DC MRP

LPIT16A 16W/240V >1600 240X130X85 65 AC 32615

LPIT24A 24W/240V >2400 240X130X85 65 AC 32880

LPIT36A 36W/240V >3600 240X130X85 65 AC 32950
dimension ip

code wattage/volts lumen (mm) rating AC/DC MRP

LPIT16D24  16W/24V >1600 240X130X85 65 DC 33785

LPIT24D24  24W/24V >2400 240X130X85 65 DC 33825

LPIT36D24  36W/24V >3600 240X130X85 65 DC 33875

AVAILABLE ON REQUEST

volts AC/DC

48V AC/DC
72V AC/DC
110v AC/DC
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cleanroom
panel lights

panel lights

panel lights
slim

tri proof
lights

batten lights

plastic

batten lights

aluminum

Thermal efficient CRCA enclosure,
polycarbonate diffuser for soft light and
antiglare purpose. Option for tuning,
dimming and emergency lighting.
Recessed / surface mounting options with
side mounting clips / clamps. Panel both
side opening for all type of ceilings

Thermal efficient CRCA enclosure,
polycarbonate diffuser for soft light and
antiglare purpose. Recessed / surface
mounting options with side mounting

clips / clamps.

Sleek and slimmer range. Thermal
efficient CRCA enclosure, polycarbonate
diffuser for soft light and antiglare
purpose. Easy installation like grid /

recessed ceiling option

Housing - High pressure extruded
aluminum construction, UV and corrosion
resistance, with durable, anti-fading
finish, high transmitted PMMA diffuser
specially design for LED light sources
creating smooth and uniform light

distribution

Housing - polycarbonate extruded
construction. UV and corrosion resistant,
with durable, anti-fading finish. High
transmitted PMMA diffuser specially
designed for LED light sources creates
smooth and uniform light distributions

Housing - High pressure extruded
aluminum construction, UV and corrosion
resistant, with durable, anti-fading finish.
High transmitted PMMA diffuser specially
designed for LED light sources creates
smooth and uniform light distributions

application

Dust proof to meet all clean
room applications. Hospitals,
Pharma, Biological
laboratories etc.

Offices, Conference halls,
Functions halls, Homes,

Malls, Restaurants - all indoor
applications.

Offices, Conference halls,
Functions halls, Homes,

Malls, Restaurants - all indoor
applications.

Cold storage areas

Houses, Lobbies, Corridors,
Staircases, Shopping malls

Houses, Lobbies, Corridors,
Staircases, Shopping malls
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office & industrial

CLEANROOM
PANEL LIGHTS

Bottom Opening

dimension cutout beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
3 CLB1118 18W >1440 325X325X50 285X285 120 54 3825
CLB1125 25W >2000 325X325X50 285X285 120 54 %3910
dimension cutout beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
CLB1235 35W >3150 325X615X50 285X572 120 54 %5110
CLB1245 45W >4050 325X615X50  285X572 120 54 5400
CLB1260 60W >5400 325X615X50  285X572 120 54 6260
dimension cutout beam ip
- code wattage  lumen (mm) (mm) angle(®)  rating  MRP
CLB2235 35W >3150 615X615X50 580X580 120 54 %6945
CLB2245 45W >4050 615X615X50  580X580 120 54 7235
CLB2270 70W >6300 615X615X50  580X580 120 54 %9395
CLB22100 100W >9000 615X615X50 580X580 120 54 10610
CLB22120 120w >10800  615X615X50 580X580 120 54 11195
CLB22140 140W >12600 615X615X50 580X580 120 54 12300
CLB1445 45W >4050 325X1225X50 285X1180 120 54 7350
CLB1470 70W >6300 325X1225X50 285X1180 120 54 %9550
dimension cutout beam ip
code wattage  lumen (mm) (mm) angle(®)  rating  MRP
CLBSS1125  25W >2000 325X325X50 285X258 120 54 5765
CLBSS1235  35W >3150 325X615X50  285X572 120 54 8725
CLBSS2245  45W >4050 615X615X50  580X580 120 54 12805
CLBSS2270 70W >6300 615X615X50  580X580 120 54 13995
CLBSS1445  45W >4050 325X1225X50 285X1180 120 54 312900
CLBSS1470 70W >6300 325X1225X50 285X1180 120 54 14105

stainless steel frame
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LED LIGHTING CATALOGUE 2023

office & industrial

CLEANROOM

PANEL LIG

15

Top Opening

MADE IN INDIA

I SINCE 1983 I

dimension cutout beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
CLT1125 25W >2250 300X300X60  285X285 120 54 4510
CLT1235 35w >3150 310X600X60  285X572 120 54 6130
CLT1245 45W >4050 310X600X60  285X572 120 54 6415
CLT1280 80W >7200 310X600X60  285X572 120 54 7740
dimension cutout beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
CLT2245 45W >4050 612X612X60 580X580 120 54 8255
. CLT2270 70W >6300 612X612X60 580X580 120 54 11305
dimension cutout beam ip
code wattage lumen (mm) (mm) angle(9) rating MRP
CLTSS1125 25W >2000 310X310X60 285X285 120 54 5700
CLTSS1235 35W >3150 310X600X60 285X572 120 54 9400
CLTSS2245 45W >4050 612X612X60 580X580 120 54 14615
CLTSS2270 70W >6300 612X612X60 580X580 120 54 15975
CLTSS1445 45W >4050 310X1200X60 285X1180 120 54 14750
CLTSS1470 70W >6300 310X1200X60 285X1180 120 54 16100

ONCO / ONWH / CCT-On request
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office & industrial

PANEL
LIGHTS

Swriface

dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
PMS1230SC 30W >2400 300X600X50 120 54 4840
y‘ PMS1235SC 35W >2800 300X600X50 120 54 5090
dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
~ =
|
f PMS2245SC 35W >5400 600X600X50 120 54 7130
| |
| {
i | PMS2270SC  70W 58400  600XB600X50 120 54 28415
&= PMS2270SCG  70W >8400 600X600X50 120 54 %9290
(Glass)
PMS22100SC  100W >12000  600X600X50 120 54 9585
PMS1445SC 45W >5400 300X1200X50 120 54 %7235
PMS1470SC 70W >8400 300X1200X50 120 54 8525
dimension beam ip
| code wattage lumen (mm) angle(9) rating MRP
| ‘ PMS1118SC 18w >1260 300X300X50 120 54 2905
| |
'\_ s PMS1125SC 25W >1875 300X300X50 120 54 %3255
| ==
dimension beam ip
code wattage lumen (mm) angle(°) rating MRP
\ Y PANS2236S 36W >3600 600X600X42 120 20 2755
t\
v \ PANS2248S 48W >4800 600X600X42 120 20 %2900
dimension beam ip
.1‘1 code wattage lumen (mm) angle(9) rating MRP
t
|
& PANS2236SSP  36W >3600 645X654X42 120 20 %2995
1
PANS2248SSP  48W >4800 645X654X42 120 20 %3135
p-"."
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office & industrial

PANEL
LIGHTS

Recessed

dimension cut-out beam ip
code wattage  lumen (mm) (mm) angle(’) rating MRP
PMS1118 18W >1440 300X300X50 290X290 120 54 2870
-]
PMS1125 25W >2000 300X300X50 290X290 120 54 %3215
dimension cut-out beam ip
code wattage lumen (mm) (mm) angle(?) rating MRP
PMS1230 30W >2400 310X600X50 290X572 120 54 4795
-
— PMS1235 35W >2800 310X600X50 290X572 120 54 5040
dimension cut-out beam ip
code wattage  lumen (mm) (mm) angle(?) rating MRP
PMS2235 35W >2800 610X610X50 582X582 120 54 7010
PMS2245 45W >3600 610X610X50 582X582 120 54 7050
’ PMS2270 70W >5600 610X610X50 582X582 120 54 %8335
PMS22100 100W >8000 610X610X50 582X582 120 54 9505
dimension cut-out beam ip MRP
code wattage lumen (mm) (mm) angle(’) rating
PMS1445 45W >3600 305X1205X50 290X1180 120 54 7150
PMS1470 70W >5600 305X1205X50 290X1180 120 54 8435
dimension beam ip
code wattage lumen (mm) angle(?) rating MRP
1
PANS2236 36W >3600 597X597X36 120 54 2255
PANS2248 48W >4800 597X597X36 120 54 2400
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TRI PROOF

LIGHTS

MADE IN INDIA

[ SINCE 1983 I

TRI PROOF
dimension beam ip
p code wattage lumen (mm) angle(9) rating MRP
LHTP202 20W >2000 600X90X74 120 65 3865
LHTP402 40W >4000 600X90X74 120 65 4270
X LHTP404 40W >4000 1200X90X74 120 65 6125
LHTP604 60W >6000 1200X90X74 120 65 6780
LHTP804 80W >8000 1200X90X74 120 65 7005
LHTP1004 100W >10000 1200X90X74 120 65 7285
BATTEN FITTING
dimension beam ip
code wattage lumen (mm) angle(9) rating MRP
LHTPSH20 20W >1800 625X63X60 120 54 2145
LHTPSH40 40W >3600 1230X65X60 120 54 3820
dimension beam ip
code wattage lumen (mm) angle(9) rating MRP
TLF436 36W >4320 1180X25X40 120 20 1380
dimension beam ip
code wattage lumen (mm) angle(9) rating MRP
TLF42 20W >1700 1175X22X40 120 20 390
dimension beam ip
code wattage lumen (mm) angle(9) rating MRP
\‘ LFS220W 36W >3240 1200X75X25 120 20 1145
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CONTACT US

1800 5995 699 info@fortunearrt.com

www.fortunearrt.com

fortunearrtgroup
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